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PROVISIONAL  SPECIFICATION  left  by  Peter  Allembert  Yardin  at  the 
Office  of  the  Commissioners  of  Patents,  with  his  Petition,  on  the  13th 
April  1858. 

I,  Peter  Allembert  Yardin,  of  Moorgate  Street,  in  the  City  of  London, 
5  Truss  Manufacturer,  do  hereby  declare  the  nature  of  the  said  Invention  for 
“  Improvements  in  Trusses,”  to  be  as  follows : — 

My  said  improvements  consist  in  superseding  the  necessity  of  employing 
metal  springs  for  the  belts  or  straps  of  trusses,  in  preparing  the  cushions  or 
pads  so  as  to  be  elastic  by  an  application  of  spiral  springs,  or  by  inflation  with 
10  air,  or  in  elongating  the  pads  for  particular  cases  of  hernia,  and  in  attaching 
the  pads  when  required  by  elastic  bands  or  other  suitable  straps. 

The  main  straps  or  belts  consist  of  strong  leather,  principally  covered  with 
sheep  skin,  seamed  along  the  outside  of  the  belt,  or  are  covered  with  cloth  and 
padded  inside,  the  thigh  straps  being  of  a  thinner  leather  covered  with  wash 
15  leather.  The  cushions  or  pads  are  made  with  one,  two,  or  more  spiral  springs 
inside,  or  may  consist  of  a  vulcanized  india-rubber  bag  to  be  inflated  with  air,  or 
for  some  applications,  pads  in  common  use  may  be  attached  by  elastic  or  other 
like  straps.  The  moveable  straps  are  variously  attached  by  buttons  or  metal 
studs  to  enter  holes  pierced  in  the  straps,  or  like  means  for  easy  attachment 
20  or  removal.  In  the  construction  of  double  paupes  straps,  the  cushions  are 
elongated,  stuffed  with  wool,  and  covered  with  wash  leather ;  and  in  purse 
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straps  I  apply  two  small  cross  straps  and  two  lesser  back  straps,  attaching  the 
whole  to  a  strong  covered  main  leather  strap.  In  other  straps  or  belly  bands 
the  main  band  has  on  its  front  surface  an  external  strap,  adjustable  by  a 
pierced  strap  and  buckle  or  hook  at  one  end,  and  a  lower  strap  fastened  at  its 
centre  to  the  main  strap,  &  terminates  in  two  pierced  adjustable  straps.  5 
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